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Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS2PHS1D2T1 DTPart Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

2ea.UPS, 1ea.Schuko, 2ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRANDSocket Quantity

M62UPS2PHS1D2T1 DT Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features
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M62UPS2PHS1D2T1 DT EMPTY, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS2PHS1D2T1 DT EMPTYPart Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

2ea.UPS, 1ea.Schuko, 2ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRAND,
(Keystone data and telephone connectors are not included)

Socket Quantity

M62UPS2PHS1D2T1 DT EMPTY Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features
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M62UPS3PHS2D3T2 DT, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS3PHS2D3T2 DTPart Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

3ea.UPS, 2ea.Schuko, 3ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRANDSocket Quantity

M62UPS3PHS2D3T2 DT Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features
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M62UPS3PHS2D3T2 DT EMPTY, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS3PHS2D3T2 DT EMPTYPart Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

3ea.UPS, 2ea.Schuko, 3ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRAND
(Keystone data and telephone connectors are not included)

Socket Quantity

M62UPS3PHS2D3T2 DT EMPTY Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features



www.estap.com.tr

M62UPS3PHS3, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS3PHS3Part Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

3ea.UPS, 3ea.Schuko - Brandname for sockets:LEGRANDSocket Quantity

M62UPS3PHS3 Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features
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M62UPS4PHS2D4T1, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS4PHS2D4T1Part Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

4ea.UPS, 2ea.Schuko, 4ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRANDSocket Quantity

M62UPS4PHS2D4T1 Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features
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M62UPS4PHS2D4T1 EMPTY, 1.4U  Power Distribution Block

Left end sidePower Input

Aluminium ProfileMaterial

RoHSLogo

Inverse of Frontal installationBracket Install

M62UPS4PHS2D4T1 EMPTYPart Number

1.4UU (44.45)mm. Size

No cableCable Specification

Aluminium GreyColour

MECHANICAL

250VAC 50/60Hz.Rating Voltage

Separate for each categoryInner Circuit Connection

No plugPlug

16ARating Current

CESafety Authentication

1.5mm2Interior Wiring Cable

UPS, Schuko, Data, TelephoneSocket Type

4ea.UPS, 2ea.Schuko, 4ea.Data RJ45, 1ea.Telephone RJ11 - Brandname for sockets:LEGRAND
(Keystone data and telephone connectors are not included)

Socket Quantity

M62UPS4PHS2D4T1 EMPTY Power Distribution Block Specification

Detailed DescriptionELECTRICAL Features


