|Products

VarioKeystone® MegaLineNet®
Patch panel 19” with 24 ports Cat. 6 patch cord RJ45 500 MHz
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Product description Product description
m 19”1 RU, full metal housing, telescopic, unequipped m Patch cord RJ45 fully shielded, 1:1 assignment
= Mounting depth: 100 mm m Colour: grey, plug with red bending protection sleeve
m Powder-coated, light grey (RAL 7035) ® (able sheath: FRNC
B Numbered ports m Halogen-free, self-extinguishing
B Farthing option via cable shoe ® Applications:
|EEE 802.3; 10BASE-T; 100BASE-T; T000BASE-T
Order no. Designation of article Order no. Designation of article Length
9A670000 VarioKeystone® 19" patch panel, unequipped 9A020382 MegalineNet® Cat. 6 patch cord 0.5m
RJ45, 500 MHz
9A020383 MegalineNet® Cat. 6 patch cord 1.0m
RJ45, 500 MHz
9A020385 MegalineNet® Cat. 6 patch cord 20m
RJ45, 500 MHz
9A020387 MegaLineNet® Cat. 6 patch cord 30m
RJ45, 500 MHz
9A020389 MegalineNet® Cat. 6 patch cord 50m

RJ45, 500 MHz
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